


AV 23 SETTER Bypass () taconova

Specification text

Regulating and stop valve with direct
indication of the set flow rate in I/min.
Automatic isolating bypass with gauge
and indicator running parallel to the
main flow rate.

Gauge with baffle float and return
spring. Measured values can be set
and read directly at the sight glass
without tables, diagrams or measuring
devices.

Low pressure loss.

Technical data
Max. operating temperature: TB 100°C
Max. operating pressure: PB 10 bar

kys value and measurement range see
“Type program”.

Measuring accuracy: + 5%

(of nominal flow)

Material:

Valve body: grey, cast iron

Valve housing materials: bronze

Sight glass: heat- and impact resistant
plastic

Seals: EPDM

Fluids

e Water and proprietary additives used
against corrosion and freezing

¢ Heating water (VDI 2035)
e Cooling water

Spare parts

Type programme

Code no. DN Measurement range Weight (kg) kys (m3/h)
223.2151.000 65 60 — 325 (I/min) 13,9 85
223.2251.000 80 75 = 450 (I/min) 16,5 166
223.2351.000 100 100 - 650 (I/min) 19,7 208
Dimensions
Code no. DN A B C o 18
223.2151.000 65 185 145 110 4 holes
223.2251.000 80 200 160 118 8 holes
223.2351.000 100 220 180 128 8 holes
Dimensions

% |

|

Measuring body incl. seals

Code no. Fits to Measurement range
298.2321.000 DN 65 (223.2151.000) 60 - 325 (I/min)
298.2322.000 DN 80 (223.2251.000) 75 = 450 (I/min)
298.2323.000 DN 100 (223.2351.000) 100 - 650 (I/min)
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AV 23 SETTER Bypass () taconova

Pressure loss diagrams

223.2151.000 DN 65 60...325 I/min
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AV 23 SETTER Bypass

223.2351.000 DN 100 100...650 I/min
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