








AV 23 SETTER Bypass SD (4} taconova

Accessories AX 96 Isolation box

Made of EPP, operating temp. -30 — 130 °C, in accordance with EnEV guideline

Code no. Fits to Setter Bypass SD
296.2321.004 DN 15 + DN 20
296.2322.004 DN 25

296.2323.004 DN 32

296.2324.004 DN 40

296.2325.004 DN 50

VF 10 system screw connection fits to Setter with male thread

.}3 Screw connection with male thread R (conical) as per DIN 2999, set of 3 parts
@ ? %.] < = Code no. G xR Version for Fits to
- 1 QY - 210.6632.000 1" x 34" threaded pipe %" DN 20
> 210.6633.000 14" x 1" threaded pipe 1" DN 25

Screw connection with solder connection, set includes 2 x 3 parts

Subject to modification. A-SB 07/2010 pdf e

& <>, Code no. G x mm Version for Fits to
i - 1_, < 210.5331.019* 1" x 18 copper pipe %" DN 15
210.5332.019* 1" x 22 copper pipe %" DN 20
210.5334.003 114" x 28 copper pipe 1" DN 25
* with solar seal
Spare parts AY 98 Bypass SD spare part kit
Code no. Measuring range  Fits to P/u
298.2333.020 2- 8(l/min) 223.2262/2272.000 1
298.2334.020 4 — 15 (I/min) 223.2360/2370.000 1
298.2335.020 8 — 30 (I/min) 223.2362/2372.000 1
298.2342.020 6 - 20 (I/min) 223.2460/2470.000 1
298.2343.020 10 - 40 (I/min) 223.2461/2471.000 1
298.2352.020 20 - 70 (I/min) 223.2561/2571.000 1
298.2362.020 30 - 120 (I/min) 223.2661.000 1
298.2382.020 50 - 200 (I/min) 223.2861.000 1
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