




OSTACO AG · Steinackerstr. 6 · 8902 Urdorf · Switzerland · Phone ++41 (0)44 735 55 55 · Fax ++41 (0)44 735 55 02 · info@taconova.ch · www.taconova.com

AV 23 SETTER Bypass SD Solar
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223.2381.000 DN 20 – ¾" 8...20 l/min
223.2381.350 DN 20 – 1" 8...20 l/min
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kvs = 8,10
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223.2482.000 DN 25 – 1" 10...40 l/min
223.2482.350 DN 25 – 1¼" 10...40 l/min
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Pressure – temperature curve
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Operating temperature   °C

Permissible operating range

Pressure loss diagrams

B-D = Valve position B-D = Valve position

Flow rate l/min Flow rate l/min Flow rate l/min
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A-D = Valve position
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AV 23 SETTER Bypass SD Solar

298.2336.020  2 – 12 (l/min) 223.2380.000, 223.2380.350 1
298.2337.020  8 – 20 (l/min) 223.2381.000, 223.2381.350 1
298.2344.020 10 – 40 (l/min) 223.2482.000, 223.2482.350 1

296.2321.004 DN 20
296.2322.004 DN 25

 
210.5331.019*   1" × 18 Kupferrohr ¾" DN 15 
210.5332.019*   1" × 22 Kupferrohr ¾" DN 20
210.5334.003 1¼" × 28 Kupferrohr 1" DN 25
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AY 98 Bypass SD kit

Code No. Version Fits to P/u

Spare parts

Accessories AX 96 Isolation box

Made of EPP, operating temp. -30 – 130 °C, in accordance with EnEV guideline

Code no. Fits to Setter Bypass SD

VF 10 system screw connection fits to Setter with male thread

Screw connection with solder connection, set includes 2 x 3 parts

Code no.    G × mm Version for Fits to

* with solar seal

copper pipe ¾"
copper pipe ¾"
copper pipe 1"
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