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Specification text
TIMER expansion module for connection to  
MASTER PL. Programmable timer function  
for two time group A and B. Integrated 
application program of which nine are fixed 
and two are user programmable. Intelligent 
processor. Digital display for program, time 
and function display. Direct wall mounting or 
mounting on DIN rail.

Specification text
Transformer for connection to MASTER or 
SB. Enables 24 V actuators to be connected 
to the respective terminal module.

TIMER wiring module
Technical data Order No. 258.9315.000
Operating voltage 230 VAC 50 Hz ± 10 %
Operating temperature 0–50 °C (32–122 °F) 
Number of zones 12 Zones, controllable
Time control line  Zones A and B present
Operating modes Automatic; convenience; lowering
Keyboard lock Present
Type of protection Protection class II IP 30
Dimensions / color H88 × B160 × T62 mm / RAL 9010

«TRAFO» 
Technical data Order No. 258.9316.500
Operating voltage 230 VAC 50 Hz ± 10 %
Operating temperature 0–50 °C (32–122 °F) 
Output voltage 24 VAC max. 60 W
Type of protection Protection class II IP 30
Dimensions / color H83 × B110 × T61 mm / RAL 9010

Example of connections  
for 1 MASTER and 1 SB

Specification text
An expansion module for wiring electro-
thermal actuators and room thermostats  
with terminals marked by symbols.  
Plug-in expansion to MASTER for further 
connection possibilities. Direct wall mounting  
or mounting on DIN rail. Control of 24 V 
actuators by means of optional transformer. 
Operating status indicated by LEDs.

SB wiring module
Technical data Order No. 258.9313.000
Operating voltage 24 VAC with transformer / 230 VAC 50 Hz ± 10 %
Operating temperature 0–50 °C (32–122 °F) 
Number of zones 4 (max. 4 drives / zones)
Max. Number of drives ∑ Master + SB = 24 × 230 VAC or 18 × 24 VAC 
Time control line  None
Type of protection Protection class II IP 30
Dimensions / color H88 × B160 × T58 mm / RAL 9010
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RX 58 Wiring module (continuation)

RT 06 and RX 58
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