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RT 06 Prostorové termostaty (pokračování)

RT 06 Prostorové termostaty (pokračování)

Specification
Single-channel radio receiver for controlling 
NC / NO actuators for underfloor heating 
and cooling systems. Desired values trans-
mitted by radio signal (868 MHz).  
Combinable with room thermostats RT-RF, 
RT-RFD and RT-RFWP.

Specification
Wiring module in combination with receiver 
unit TIMER for the wiring of electrothermal 
actuators and assignment of the individual 
wireless room thermostats. Expansion pos-
sible with SB-RF MODUL to provide further 
connection options. Direct wall mounting or 
mounting on DIN rail. Control of 230 V NC/NO  
actuators. Operating status indicated by 
LEDs. 2 separate, floating switching outputs 
on Master wiring module for actuating pumps. 
Programmable timer function for zone concer-
ned. Integrated user programs, 9 fixed and  
12 freely programmable for each individual 
zone. Digital display for program, time and 
function.

Single channel receiver «RT-RFK»
Wireless version
Technical data Order no. 206.1659.000

Operating voltages  230 VAC / NC / NO / 50 Hz ± 10 %
Operating temperature  0–50 °C (32–122 °F)
Switching output  Receiver relay 12 A 250 VAC max.
Quantity of actuators Max. 2 actuators (parallel)
Radio frequency  868 MHz, < 10 mW
Certification  CE.EN 300220-1, EN 301489-1
Type of protection  Protection class II IP 30
Dimensions  H170 × W28 × D14 mm
Color  RAL 9010

Type overview of «MASTER/TIMER RF» wiring module
Technical data Order no. 258.9317.000

Operating voltage  230 VAC 5 Hz ± 10 %
Operating temperature  0–50 °C (32–122 °F)
Radio frequency (Timer)  868 MHz, < 10 mW
Certification  CE.EN 300220-1, EN 301489-1
Number of zones  6 (max. 4 drives / zone)
Max. number of drives  24 × 230 VAC
Number of drives / zone  max. 4 drives / zone
Type of controller  PI controller proportional bandwidth 2°K/1, 2°K
Type of protection  Protection class II IP 30
Switching outputs  2 × separate, floating for pump switching max. 8 A
Dimensions  H88 × W370 × D58 mm
Color  RAL 9010

RT 06 and RX 58

RX 58 Radio receiver

RX 58 Radio receiver wiring module
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RT 06 Prostorové termostaty (pokračování)

Example of connections
for 1 MASTER / 1 TIMER RF

Specification
Expansion module for the MASTER/TIMER 
RF module for the extended wiring of electro-
thermal actuators. Assignment of the room 
thermostats takes place via the TIMER. Plug-
gable expansion and direct wall mounting or 
mounting on DIN rail. Control of 230 V NC/NO 
actuators. Operating status indicated by LEDs.

Wiring module «SB-RF»
Technical data Order no. 258.9319.000

Operating voltage  230 VAC 50 Hz ± 10 %
Operating temperature  0–50 °C (32–122 °F)
Number of zones  4 (max. 4 drives/zone)
Max. number of drives  ∑ MASTER + SB = 24 × 230 VAC
Type of protection  Protection class II IP 30
Dimensions  H88 × W160 × D58 mm
Color  RAL 9010
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RT 06 and RX 58

RX 58 Radio receiver wiring module (wireless version)
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