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MC 52 COMPACT

MS-MC

Thermostatic mixing valve

Description

The autonomous thermostatic mixing 
valve MC 52 COMPACT ensures  
a constant mixed water temperature 
at the outlet. This gives permanent 
protection against scalding, even with 
high storage tank temperatures.

The mixing valve can be used in sani-
tary applications in both public and  
private areas. Due to its attractive de-
sign, it is also suitable for visible instal-
lation directly beneath the wash-basin.

Advantages

• Constant temperature of the 
water at the outlet

• Automatic mixing function  
without auxiliary power

• Infinite regulation of the mixed 
water temperature in the range  
from 30 – 70 °C

• Anti-scalding device

• Pipes and draw-off fittings are 
protected against calcification 
and corrosion

• Non-stick coating on valve 
housing to prevent scale build-up

• No maintenance

• Back-flow preventers (check-
valves) built into cold and hot  
water connections

• SVGW approval for potable water

Operation

A thermostatic cartridge and a  
return spring ensure the constant 
blend temperature at the outlet. 

Thanks to the design of the mixing 
valve, the thermostatic cartridge  
can be easily replaced in the installed  
valve if the performance decreases,  
which occurs due to normal wear and  
tear.

In case of cold water failure, the hot 
water supply shuts off automatically  
and hermetically. This ensures full 
protection against scalding.

Limits and maintains constant levels of mixing temperatures in systems.

Temperature can be regulated up  
to 70°C, thermal disinfection can be  
carried out.  
Backflow preventers are already  
installed ensuring optimum hydraulic  
functionality. 
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MC 52 COMPACT
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Pressure loss diagram

Type program

Item no. DN G Control range E (l/min) kVS

252.6072.104 15 ½" 30 – 70 °C 25 1.2

E = extracted outlet quantity at ∆p = 1.5 bar

Adapter

Adapter for flat sealing fittings

Item no. Designation
296.5223.004 Set of 3 pieces

Connections

Compression fitting joint with nut, clamping ring and supporting sleeve

Item no. G × mm Version for
210.3222.000 ½" × 10 Copper pipe 10/1
210.3223.000 ½" × 12 Copper pipe 12/1
210.3224.000 ½" × 14 Copper pipe 14/1
210.3225.000 ½" × 15 Copper pipe 15/1
210.3226.000 ½" × 16 Copper pipe 16/1

Dimensions

Accessories
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Specification text

The thermostatic mixing valve ensures 
a constant temperature of the mixed  
water at the outlet. 

Long durability thanks to use of high-
quality plastics and non-stick coatings  
to prevent limescale buildup.

Infinite regulation of the mixed 
water temperature.

Watertight shut-off in the event of cold 
water failure (anti-scald protection).

Built-in backflow preventer  
(check-valves).

Mixing temperature can be set for  
Legionella flushing. 

Technical data

kVS values and dimensions as per the 
relevant tables

Max. operating temperature: TB 90 °C

Max. operating pressure: 10 bar

Min. operating pressure: 0.5 bar

Adjustable temp. range: 30 – 70 °C

Mix temperature stability: max. 3 K 
(for hot water temp. change 15 K)

Shut-off function in event of cold  
water failure

Noise class 2

Material: 
Housing: brass (DZR), nickel-plated 
Internal parts: Stainless steel, brass, 
high-quality plastic 
Seals: EPDM

Housing with anti-lime scale coating

Installation position: any 

Approvals
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