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EL 43 AIRSCOOP
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Typenübersicht 

Luftabscheider Gewindeanschluss

Bestell-Nr. DN Rp Zeta ζ  kv (m³/h) Gewicht (kg)
243.5001.000 20 ¾"  1,1  17,1  0,6
243.5002.000 25 1"  1,0  28,8  0,8
243.5003.000 32 1 ¼"  1,0  50,4  1,6
243.5004.000 40 1 ½"  1,1  64,4  3,2
243.5005.000 50 2" 0,84  114,0  3,2
243.5006.000 65 2 ½" 0,67  237,0  6,8
243.5007.000 80 3" 0,88  287,0  8,3

Typenübersicht Luftabscheider Flanschanschluss 

Bestell-Nr. DN Flansch Zeta ζ  kv (m³/h) Gewicht (kg)
243.5008.000 100 PN 16 0,83  0,934  21,0

Typenübersicht Luftabscheider Gewindeanschluss

Bestell-Nr. DN Rp Zeta ζ  )
296.7043.000 25 1"  11,1 

Schwimmerentlüfter (ES 42 Hy-Vent)

Bestell-Nr. DN G Ausführung
242.5072.001 10 3⁄8" ohne Absperrautomat 3⁄8"
242.5072.002 10 3⁄8" mit Absperrautomat 3⁄8"

Abmessungen 

Luftabscheider

Bestell-Nr. R A B C D E F
243.5001.000 Rp ¾" 110 69 48 Rp 3⁄8" – –
243.5002.000 Rp 1" 120 79 55 Rp 3⁄8" – –
243.5003.000 Rp 1 ¼" 140 93 64 Rp 3⁄8" – –
243.5004.000 Rp 1 ½" 160 96 64 Rp 3⁄8" – –
243.5005.000 Rp 2" 228 120 80 Rp 3⁄8" – –
243.5006.000 Rp 2 ½" 235 144 95 Rp 3⁄8" – –
243.5007.000 Rp 3" 267 184 127 Rp 3⁄8" Rp 3⁄8" –

243.5008.000 DN 100 350 274 164 Rp 3⁄8" – Rp ½"

Entlüfterflasche

Bestell-Nr. G × G   ø          L
243.7043.000 1“ × 1“  60,3 mm  301

DN 100 DN 20 – 80
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Operation principle
Air Separator

Operation principle
Air Separator

Specification text for air separator  
(horizontal installation)

Air separator with high air separation  
capacity, for the installation into hori-
zontal water conduits, with accumula- 
tion chamber for the air and deflexion  
plates.

With connection for TACONOVA vent  
(HY-VENT) or other valves. 

Technical data

Max. operating temperature: TB 135 °C 
(with float vent valve: TB 115 °C) 
Max. operating pressure: PB 10 bar 
Housing in cast iron GG 25, lacquered

Specification text for deaeration  
bottle (vertical installation)

Deaeration bottle with high air separa-
tion performance, for installation in 
vertical water pipes. The air separated 
from the medium and collected in  
the bottle can be vented sporadically 
via the vent valve.  

Technical data

Max. operating temperature: TB 160 °C 
Max. operating pressure: PB 8 bar 
Material: Black steel, stove enamelled

Dimensions
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Float Vent Valve (ES 42 Hy-Vent)

Code no. DN G Version
242.5072.001 10 3⁄8" without automatic check valve 3⁄8"
242.5072.002 10 3⁄8" with automatic check valve 3⁄8"

Type program

Air Separator (threaded connection, horizontal model)

Code no. DN Rp Zeta ζ  kv (m³/h) Weight (kg)

Deaeration bottle (threaded connection, vertical model)

Code no. DN Rp Zeta ζ  kv (m³/h) Weight (kg)

Air Separator (flange connection, horizontal model)

Code no. DN Flange Zeta ζ  kv (m³/h) Weight (kg)

Dimensions Air Separator

Code no. ø  G × G   L

Dimensions 

Air Separator (horizontal model)

Code no. R A B C D E F

Deaeration bottle (vertical model)

Code no. G × G   ø          L
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