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ES 42 HY-VENT

ES-ES

Float Air Vents

Description

The valve automatically vents and pro-
vides air from and to hydraulic systems 
such as heating, cooling, air conditio- 
ning and sanitary equipment on a  
continual basis.

The combination of an air separator 
with the aerating and venting greatly 
increases the efficiency of the venting 
operation. The automatic self-sealing 
check valve prevents water from 
escaping from the mains should the 
vent valve need to be replaced.

Functional operation

The ventilation valve is closed by  
means of a float. If air collects in the  
cup, the float sinks and releases  
the ventilation valve.  
The accumulated air escapes until  
the (inflowing) water pushes the floater 
down again and the valve closes. 

The water once more presses the  
float against the ventilation valve,  
and closes the latter. In combination  
with an upstream AIRSCOOP, this  
guarantees efficient separation of the  
air-water mixture, and the system  
is rapidly and automatically vented.

Advantages

• Automatic air venting of systems 
during filling or normal operation

• Automatic aerating at draining

• Design allows dirt-sensitive 
operation

• Trouble-free replacement of the 
float vent valve under full system 
pressure thanks to a check valve

• Time saving installation of the 
float vent valve with the automatic 
check valve through self-sealing 
internal thread

• SVGW drinking water approval

Permanent and automatic venting and aerating.
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Typenübersicht 

Schwimmerentlüfter

Bestell-Nr. DN G Ausführung
242.5072.001 10 3⁄8" 
242.5072.002 10 3⁄8"
242.5072.021 10 3⁄8"

Typenübersicht Absperrautomaten

Bestell-Nr. DN G × G passend zu
220.5235.000 10 3⁄8" × 3⁄8" 242.5072.001, 242.5072.002
220.5236.000 10 3⁄8" × ½" 242.5072.001, 242.5072.021

Specification text

Float venting system for the automatic 
venting of heating, ventilation and air 
conditioning systems, during commis-
sioning and continuous operation.

Twin-shell construction of air cup with 
integrated exchange channel and 3⁄8" 
and ½" threaded connection. 

Technical data

Max. operating temp.: TB 115 °C

Max. operating pressure: PB 10 bar

Material: 
Internal parts: Plastic, stainless steel 
Housing: Brass 
Seals: EPDM, NBR, silicone

Exterior threads: 
G 3⁄8" and G ½" as per ISO 228

Venting capacity (dry venting)Operation principle check valve

Dimensions

Float vent valve Automatic check valve

Type program

Float vent valve

Code no. DN G Version

    with automatic check valve 3/8"
    with automatic check valve ½"

Dimensions automatic check valve

Code no. G SW
220.5235.000 3⁄8" 19
220.5236.000 ½" 21

Automatic check valve

Code no. DN G × G to be used with
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