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UK 32 TRI-BLOC

Typenübersicht Kombiarmaturen TRI -BLOC
Bestell-Nr. DN Rp Abblasdruck Sicherheitsventil
232.1225.000 25 1" 2,5 bar
232.1230.000 25 1" 3 bar

Specification text

Safety group for venting, pressure 
monitoring and pressure indicator. 

Fully assembled and tested fittings 
set for heating systems up to 50 kW 
(in accordance with DIN 4751). 

Movable safety valve (TÜV approved) 

Venter and manometer each with 
automatic locking system. 

Manometer can be mounted at front  
or side. 

Fittings support with air collection dome  

Technical data

Max. operating temperature TB 100 °C

Max. operating pressure PB 10 bar 
(fitting unit/vent valve) 

Actuating pressure 2.5 bar or 3.0 bar  
(safety valve)

Use: Heating systems up to 50 kW 

Additional connections:  
¾" external thread and 
½" internal thread. 

Material: 
Fitting unit component: Ms 58 brass  
Float vent valve component: Ms 58 brass 
Safety valve component: Ms 58 brass  
Valve spring: stainless steel 
Membrane: elastomer

Operation principle
Safety valve

AG = external (male) thread    IG = internal (female) thread

Dimensions

Type program
Code no. DN Rp Pressure relief safety valve
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