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max. 10 Nm: 223.67XX.
(for plastic nipple)

_] max. 20 Nm: 223.65XX.
a_ (for brass nipple)
/ é % ﬁ! QE
B XY,
DN G 8|2
15 %" 24 g|E S a
£ 360°
- - ®18.4
~ 1 \ I s0.05
- [ ©61/2" A~
ps o] IS0 228
£
TB  -10..70°C @
PB Bbar o
@l2.4 0

CONTACT AND FURTHER INFORMATION Taconova Group AG | Neunbrunnenstrasse 40 | CH-8050 Zurich | group@taconova.com | taconova.com Subject to modification | 08/2019 | 212764 | EA 1256/1



(f}) taconova  TOPMETER PLUS %" (SUPPLY)

Empfehlung:
Befiillung gem&ss VDI 2035, ONORM H 5195-1, SWKI 87-1, UNI-CTI 8065

Recommendation:
Filling according to VDI 2035, GNORM H 5195-1, SWKI 97-1, UNI-CTI 8065

close open Recommandation:

Remplir selon VDI 2035, ONORM H 5185-1, SWKI 97-1, UNI-CTI 8065

Raccomandazione:
Riempire in base a VDI 2035, GNORM H 5195-1, SWKI 97-1, UNI-CTI 8065

Recomendacion:

llenar segun VDI 2035, GNORM H 5195-1, SWKI 97-1, UNI-CTI 8065
Doporuceni:

Plnéni dle VDI 2035, ONORM H5195-1, SWKI 97-1, UNI-CTI 8065

Zalecamy:

298.2317.000 Napetnia¢ zgodnie z normami VDI2035, ONORM H5195-1, SWKI 97-1, UNI-CTI 8065
0..2.5 l/min
298.2316.000
0..5 I/min
298.2318.000
0...6 I/min
298.2319.000
0..8 I/min
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